WALL HT TYPE 15A TYPE 15B TYPE 15C TYPE 15D WALL HT
HLkm) DEPTH DEPTH GLULAM [PLYWOOD DEPTH DEPTH GLULAM | PLYWOOD DEPTH DEPTH GLULAM [PLYWOOD DEPTH DEPTH GLULAM [PLYWOOD H (m)
DI (m) D2 (m)| + (mm) T (mm) DL (m)| D2 (m) + (mm) T (mm) DL (m) D2 (m) + (mm) T (mm) D1 (m) | D2 (m) t (mm) t (mm)
1.830 990 mm | 915 mm 25 30 1.145 1.065 30 40 1.065 9390 mm 30 35 1.220 1.065 40 40 1.830
2,440 1.065 990 mm 30 35 1.220 1.145 40 45 1.145 1.065 35 40 1.295 1.145 45 55 2.440
3,050 1.220 1.065 40 40 1.370 1.220 45 55 1.220 1.145 40 50 1.370 1.220 55 65 3.050
3.660 1.295 1.145 40 50 1.450 1.295 55 65 1.370 1.220 50 55 1.450 1.295 65 75 3.660
4,265 1.370 1.220 50 55 1.525 1.370 65 75 1.450 1.220 55 65 1.600 1.450 75 85 4.265
4,875 1.450 1.220 55 65 1.600 1.450 75 80 1.525 1.370 65 75 1.675 1.525 80 90 4.875
5,485 1.525 1.295 65 75 1.675 1.525 80 30 1.600 1.450 75 85 1.830 1.600 90 110 5.485
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NOTES

1.

ALL DIMENSIONS ARE IN MILLIMETERS

NOISE BARRIER - TYPE 15

Wall to be designated Noise Barrier|
Type 15A, 15B, 15C or 15D. The
Contract specifies actual wal
designations.

For infermediate wall heighfts not
listed use the next higher H.

Panels shall have at least 915 mm
of level ground on each side.

Plywood and Glulam panels and al
lumber to be pressure preservative
treated.

The Contract shall specify actual
foundation requirements D1 or D2.

UNLESS OTHERWISE NOTED

TIMBER PANEL WALL
ON TRENCH FOOTING

STANDARD PLAN D-2o0
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